VOLUMBEB 82, PART I 


SUBJECT INDEX 


Absorption. 
Tentative Methods of: 
Testing Gypsum and Gypsum Products, 700. 
Testing Laminated Sheet Materials Used in Electrical Insulation, 860. 
Testing Untreated Paper Used in Electrical Insulation, 837. 


Accelerated Tests. 
Accelerated Tests for Protective Coatings. Report of Subcommittee VII, 
Committee D-1, 375. 
Accelerated Weathering Tests. Report of Subcommittee VIII, Committee 
D-8, 452. 
Corrosion.of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 
_ Proposed Specifications for Wood to be Used as Panels in Accelerated Weather 
Tests of Paints and Varnishes. Report of Subcommittee VII, Committee 
D-1, Appendix, 376. 
Acetates. 
Tentative Specifications for Acetate Ester of Ethylene Glycol Mono Ethyl 
Ether (90 to 91 per cent Grade), 740. 
Tentative Specifications for Acetate Ester of Ethylene Glycol Mono Ethyl 
3 Ether (95 to 96 per cent Grade), 741. 
Acidity. 
See Neutralization. 
Admiralty Metal. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 
Tentative Revision of Standard Specifications for Seamless Admiralty Con- 
denser Tubes and Ferrule Stock, 990. 


Aggregates. 

See also Sand; Slag Stone. 

Concrete and Concrete Aggregates. Report of Committee C-9, 357. 

Digest of Investigations on Effect of Temperatures of Cement at Time of 
Use. Report of Section IV, Committee C-1, Appendix, 302. 

Extraction of Bituminous Aggregates. Report of Subcommittee B-6, Com- 
mittee D-4, 426. 

Proposed Method of Testing Concrete and Concrete Aggregates by Freezing 
and Thawing—Submitted by C. H. Scholer and A. E. Stoddard. Report 
of Committee C-9, Appendix, 364. 

Tentative Methods of: 

Test for Soundness of Coarse Aggregates by Use of Sodium Sulfate, 717. 

Test for Soundness of Fine Aggregates by Use of Sodium Sulfate, 713. 

Test for Structural Strength of Fine Aggregate Using Constant Water- 
Cement-Ratio Mortar, 71h. 
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Aging. 


Alkalinity. 


Alloy Steel. 


Tentative Revision of Standard Method of Test for Organic Impurities in Sands 
for Concrete, 1001. 

Tentative Revision of Standard Method of Test for Sieve Analysis of Aggre- 
gates for Concrete, 1002. 
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Tentative Specifications for Insulated Wire and Cable: Performance Rubber 


a 


See Neutralization. 
A 


Cooperative Study of Charpy Notched-Bar Impact Tests of 18 per cent Chro- 
mium, 8 per cent Nickel, Stainless Steels, 156. 

Effect of Temperature on the Properties of Metals. Report of Joint Research 
Committee, 148. 

Iron-Chromium, Iron-Chromium-Nickel and Related Alloys. Report cf Com- 
mittee A-10, 136. 

Magnetic Permeability Tests of 18 per cent Chromium, 8 per cent Nickel, 
Stainless Steels, 167. 

Structural Stability of 18 per cent Chromium, 8 per cent Nickel, Stainless Steels 
at Elevated Temperatures in the Absence of Stress, 170. 


Tentative Revision of Standard Specifications for Quenched Alloy-Steel Track 
Bolts, 973. 


Alloys. 


Atmospheric Corrosion. Report of Subcommittee VI, Committee B-3, 226. 

Copper and Copper Alloys, Cast and Wrought. Report of Committee B-5, 255. 

Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 

Die-Cast Metals and Alloys. Report of Committee B-6, 264. 

Electrical-Heating, Electrical-Resistance and Electric-Furnace Alloys. Report 
of Committee B-4, 252. . 

Fatigue of Metals. Report of Research Committee, 138. 

Light Metals and Alloys, Cast and Wrought. Report of Committee B-7, 292. 

Non-Ferrous Metals and Alloys. Report of Committee B-2, 198. 

The Physical Properties of Aluminum-Base Die-Casting Alloys, by A. J. Field. 
Report of Committee B-6, Appendix, 285. 

Summary of Present-Day Knowledge of Fatigue Phenomena in Metals. Report 
of Research Committee on Fatigue of Metals, Appendix, 139. 

Table of physical properties and expansion data on zinc-base die-casting alloy 
specimens after 1-year outdoor exposure, 279; after 1-year indoor exposure, 
282. 

Table of physical properties of aluminum-base die-casting alloy specimens after 
1-year outdoor exposure, 271; after 1-year indoor exposure, 275. 

Tabulated analyses of average test values of aluminum-base die-casting alloys, 
286. 

Tentative Methods of Rockwell Hardness Testing of Metallic Materials, 961. 

Tentative Methods of Tension Testing of Metallic Materials, 945. 
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Alloys (Continued): 
Tentative Specifications for: 
Aluminum-Copper-Magnesium-Manganese Alloy Bars, Rods and Shapes, 
687. 

_ Copper-Base Alloys in Ingot Form for Sand Castings, 674. 
Magnesium-Base Alloy Sheet, 691. 

i Magnesium-Base Alloy Wrought Shapes (Other than Sheet), 693. 

_ Sand Castings of the Alloy: Copper 80 per cent; Tin 10 per cent; Lead 


10 per cent, 670. 


Aluminum. 

See also Alloys. 

Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 

Die-Cast Metals and Alloys. Report of Committee B-6, 264. 

The Physical Properties of Aluminum-Base Die-Casting Alloys, by A. J. Field. 
Report of Committee B-6, Appendix, 285. 

Table of physical properties of aluminum-base die-casting alloy specimens after 
1-year outdoor exposure, 271; after 1-year indoor exposure, 275. 


Tabulated analyses of average test values of aluminum-base die-casting alloys, 
286. 


Tentative Methods of Rockwell Hardness Testing of Metallic Materials, 961. 

Tentative Methods of Tension Testing of Metallic Materials, 945. 

Tentative Specifications for Aluminum-Copper-Magnesium-Manganese Alloy 
Bars, Rods and Shapes, 687. 


Analyses. 

See Chemical Analyses. 

(Methods of analyses are also indexed under the subjects covered by them). 
Analysis Test Data. 

See Statistical Analysis. 


Annual Meeting. 


Annual Report of the Executive Committee, 40. 
Papers and Publications. Report of Committee E-6, 510. 
Research and the American Society for Testing Materials. Annual Address by 
the President, F. O. Clements, 31. 
Summary of the Proceedings of the Thirty-fifth Annual Meeting, 13. 
Anti-Knock. 


Proposed Method for Determination of Knock Characteristics of Motor Fuels. 
Report of Technical Committee A, Committee D-2, Appendix II, 415. 


Apparatus. 


See Testing Apparatus. 


Asbestos. 


Tentative Revision of Standard Specifications for Tolerances and Test Methods 
for Asbestos Yarns, 1005. or 
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Ash. 


Tentative Methods of Testing Untreated Paper Used in Electrical Insulation, 
837. 


See also Bituminous Materials. 


Accelerated Weathering Tests. Report of Subcommittee VIII, Committee 
D-8, 452. 


Extraction of Bituminous Aggregates. Report of Subcommittee B-6, Com- 
mittee D-4, 426. 

Proposed Methods for Testing Sheet Asphalt Paving Mixtures. Report of 
Subcommittee B-6, Committee D-4, Appendix, 432. 

Tentative Method of Test for Ductility of Bituminous Materials, 781. 

Tentative Method of Test for Residue of Specified Penetration, 784. 


Atmospheric Corrosion. 
= 


See Corrosion; Weathering. ee 


Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Barb Wire, 
606. 


Bars. 
See also Concrete Reinforcement. 7 


Tentative Revisions of: 


Standard Specifications for Commercial Cold-Finished Bar Steels and Cold- 
Finished Shafting, 979. 


Standard Specifications for Commercial Quality Hot-Rolled Bar Steels, 979. 

Standard Specifications for Copper Bars for Locomotive Staybolts, 987. 

Standard Specifications for Staybolt, Engine-Bolt and Extra-Refined 
Wrought-Iron Bars, 981. 


Tentative Specifications for Aluminum-Copper-Magnesium-Manganese Alloy 
Bars, Rods and Shapes, 687. 
Bearing Metal. 
Tentative Specifications for Sand Castings of the Alloy: Copper 80 per cent; 
Tin 10 per cent; Lead 10 per cent, 670. 
Bend Testing. 
See Flexure Testing. 


Bessemer. 
See Steel. 
Bibliography. 
Digest of Investigations on Effect of Temperatures of Cement at Time of Use. 
Report of Section 1V, Committee C-1, Appendix, 302. 
List of references on classification of coals, 444. 


List of references on fatigue of metals, 145. 
Selected references on portland cement, 334. 
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Bituminous Materials. 
itd: See also Petroleum Products; Road Materials; Waterproofing. 

Accelerated Weathering Tests. Report of Subcommittee VIII, Committee 1-8, 
452. 

Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 
450. 

Extraction of Bituminous Aggregates. Report of Subcommittee B-6, Com- 
mittee D-4, 426. 

Proposed Methods for Testing Sheet Asphalt Paving Mixtures. Report of 
Subcommittee B-6, Committee D-4, Appendix, 432. 

Tentative Method of Test for Ductility of Bituminous Materials, 781. 

Tentative Method of Test for Residue of Specified Penetration, 784. 


Blast-Furnace Slag. 
See Slag. 


Block. 
Tentative Methods of Testing Gypsum and Gypsum Products, 700. 


Blooms, Billets and Slabs. 
See Copper; Forgings; Steel. 


Boards. 
See Plaster Board; ‘Timber; | Wall Board. 


Boiler Tubes. 
See also Tubes. 
Tentative Specifications for Lap-Welded and Seamless Steel and Lap-Welded 
Iron Boiler Tubes, 549. 


Braid. 
Tentative Specifications for Tolerances and Test Methods for Tubular Sleeving 
and Braids, 942. 


Brass. 
See also Alloys; Copper. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 
Tentative Methods of Rockwell Hardness Testing of Metallic Materials, 961. 
Tentative Revisions of: 
Standard Specifications for Brass Pipe, Standard Sizes, 988. 
Standard Specifications for Seamless 70-30 Brass Condenser Tubes and 
Ferrule Stock, 990. 
Standard Specifications for Sheet High Brass, 991. 
Tentative Specifications for Copper-Base Alloys in Ingot Form for Sand 
Castings, 674. 


Brick. 
_ See also Refractories. 
Refractories. Report of Committee C-8, 352. 
Tentative Revision of Standard Method of Test for Porosity and Permanent 
Volume Changes in Refractory Materials, 997. 
Tentative Revision of Standard Method of Test for Softening Point of Fire- 
Clay Brick, 998. gy 
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Bridges. 


Tentative Specifications for Structural Medium Steel, 534. 
Tentative Specifications for Structural Rivet Steel, 540. 
Bronze. 
See also Alloys. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 
_ Tentative Methods of Rockwell Hardness Testing of Metallic Materials, 961. 


Tentative Revision of Standard Methods of Chemical Analysis of Manganese 
Bronze, 993. 


Tentative Specifications for Copper-Base Alloys in Ingot Form for Sand Cast- 
ings, 674. 
Building Stone. 
Natural Building Stones. Report of Committee D-18, 495. 


Tentative Method of Sampling Natural Building Stone and Sample for Testing, 
801. 


Tentative Method of Tension Testing of Natural Building Stone, 807. 


Bursting Strength. 
See Tension Testing. 


Bushings. 
Tentative Specifications for Sand Castings of the Alloy: Copper 80 per cent; 
Tin 10 per cent; Lead 10 per cent, 670. _ - 


Cc 
Cable. 


Tentative Specifications for: 
Hard-Drawn Copper Transmission Cable, 666. 
Insulated Wire and Cable: Performance Rubber a) 916. 
Rubber Insulating Tape, 930. 


Calcined Gypsum. 
See Gypsum. 
Calcium Chloride. 


Tentative Methods of Chemical Analysis of Calcium Chloride, 777. 


Cars. 4 
See Locomoti a 3 
ee Locomotives and Cars ae 


Cast Iron. 
Cast Iron. Report of Committee A-3, 95. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 


Tentative Revision of Standard Specifications for Chilled Cast-Iron Wheels, 
982. 


Tentative Specifications for Cast-Iron Culvert Pipe, 619. 
Tentative Specifications for Gray-Iron Castings, 625. 


Castings. 
See Alloys; Cast Iron; Copper; Die Castings; Malleable Iron; Steel. 


Cellosolve. 
See Ethylene Glycol Ether. 
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Cellulose Coatings. 
Cellulose Ester Coatings. Report of Subcommittee XXV, Committee D-1, 391. 


Tentative Methods of Testing Nitrocellulose Clear Lacquers and Lacquer 
Enamels, 742. 


Cement. 
Cement. Report of Committee C-1, 294. 
Cement Reference Laboratory. Report of Subcommittee, Committee C-1, 314. 
Digest of Investigations on Effect of Temperatures of Cement at Time of Use. 
Report of Section IV, Committee C-1, Appendix, 302. 
Effect of Temperatures of Cement at Time of Use. Report of Section IV, 
Committee C-1, 298. 
Extraction of Bituminous Aggregates. Report of Subcommittee B-6, Com- 
mittee D-4, 426. 
Manual of Cement Testing. Report of Committee C-1, Appendix, 316. 
Selected references on portland cement, 334. 
Tentative Method of Test for Consistency of Portland-Cement Concrete, 775. 
Tentative Method of Test for Particle Size of Ground Refractory Materials, 721. 
Tentative Specifications and Tests for Masonry Cement, 695. 


Charpy Impact. 
See Impact Testing. 
Chemical Analyses. 


Methods of Analysis of Paint Materials. Report of Subcommittee VIII, Com- 
mittee D-1, 377. 
Tentative Methods of Chemical Analysis of Calcium Chloride, 777. 


Tentative Methods of Chemical Analysis of Ferro-Tungsten and Ferro-Molyb- 
denum, 641. 

Tentative Methods of Testing Gypsum and Gypsum Products, 700. 

Tentative Revision of Standard Methods of Chemical Analysis of Manganese 
Bronze, 993. 


Chromium Steel. 
Cooperative Study of Charpy Notched-Bar Impact Tests of 18 per cent 
Chromium, 8 per cent Nickel, Stainless Steels, 156. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 
201. 
Iron-Chromium, Iron-Chromium-Nickel and Related Alloys. Report of 
Committee A-10, 136. 
Magnetic Permeability Tests of 18 per cent Chromium, 8 per cent Nickel, 
Stainless Steels, 167. 
Structural Stability of 18 per cent Chromium, 8 per cent Nickel, Stainless 
Steels at Elevated Temperatures in the Absence of Stress, 170. 
Clay Products. 
Clay Pipe. Report of Committee C-4, 345. 
Drain Tile. Report of Committee C-6, 349. 


Tentative Method of Test for Particle Size of Ground Refractory Materials, 721. 
Tentative Specifications for Clay Sewer Pipe, 724. 


Cleveland Regional Meeting. 


Symposium on Rubber—Cleveland Regional Meeting. Report of Committee 
E-6 on Papers and Publications, 511. 
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Cloth. 
See Textile Materials. 


Cloud Point. 
Cloud and Pour Test. Report of Subcommittee XVI, Committee D-2, 401. _ 


Coal. 
Classification of Coals. Report of Sectional Committee, 439. 
Coal and Coke. Report of Committee D-5, 436. 

List of references on classification of coals, 444. 
Tentative Method of Sampling Coal by Ball-Mill Method, 794. 


Coal Tar. 
See Bituminous Materials; Timber Preservatives. _ 


Coarse Particles. 
See Mechanical Anslysis. | 
Coatings. * 

See Galvanizing; Protective Coatings. 


Coke. 
Coal and Coke. Report of Committee D-5, 436. 
Tentative Method of Sampling Coke for Analysis, 789. 


Color. 
Tentative Method of Test for Color of Lubricating Oils by Means of A.S.T.M. 
Union Colorimeter, 747. 


Tentative Method of Test for Color of Petrolatum by Means of A.S.T.M. 
Union Colorimeter, 752. 


Colorimetric Test. 
Tentative Revision of Standard Method of Test for Organic Impurities in Sands 


for Concrete, 1001. 
Tentative Methods of: 
Testing Gypsum and Gypsum Products, 700. 
Testing Laminated Sheet Materials Used in Electrical Insulation, 860. 
Test for Structural Strength of Fine Aggregate Using Constant Water- 
Cement-Ratio Mortar, 711. 
Tentative Revision of Standard Method of Making and Storing Compression 
Test Specimens of Concrete in the Field, 1000. 
Tentative Revision of Standard Methods of Making Compression Tests of 
Concrete, 1001. 
Tentative Specifications for Clay Sewer Pipe, 724. 
Tentative Specifications and Tests for Masonry Cement, 695. 


Concrete. 
Concrete and Concrete Aggregates. Report of Committee C-9, 357. 
Digest of Investigations on Effect of Temperatures of Cement at Time of Use. 
Report of Section IV, Committee C-1, Appendix, 302. 
Drain Tile. Report of Committee C-6, 349. 
Effect of Temperatures of Cement at Time of Use. Report of Section IV, 


Committee C-1, 298. 
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Concrete (Continued): 


Proposed Method of Testing Concrete and Concrete Aggregates by Freezing 
and Thawing—Submitted by C. H. Scholer and A. E. Stoddard. Report of 
Committee C-9, Appendix, 364. 

Tentative Methods of: 

Test for Consistency of Portland-Cement Concrete, 775. 
Test for Soundness of Coarse Aggregates by Use of Sodium Sulfate, 717. 
Test for Soundness of Fine Aggregates by Use of Sodium Sulfate, 713. 


Test for Structural Strength of Fine Aggregate Using Constant Water- 
Cement-Ratio Mortar, 711. 


Tentative Revisions of: 


Standard Method of Making and Storing Compression Test Specimens of 
Concrete in the Field, 1000. 


Standard Method of Test for Organic Impurities in Sands for Concrete, 
1001. 


Standard Method of Test for Sieve Analysis of Aggregates for Concrete, 
1002. 


Standard Methods of Making Compression Tests of Concrete, 1001. 
Standard Specifications for Cement-Concrete Sewer Pipe, 995. 
Concrete Reinforcement. 
Tentative Revisions of: 
Standard Specifications for Billet-Steel Concrete Reinforcement Bars, 976. 


Standard Specifications for Cold-Drawn Steel Wire for Concrete Rein- 
forcement, 979. 


Standard Specifications for Rail-Steel Concrete Reinforcement Bars, 977. 


Consistency. 


Proposed Test for Consistency of Nitrocellulose Clear Lacquers and Lacquer 
Enamels, 392. 


Tentative Method of Test for Consistency of Portland-Cement Concrete, 775. 
Tentative Methods of Testing Gypsum and Gypsum Products, 700. 


Copper. 
See also Alloys. 
Copper and Copper Alloys, Cast and Wrought. Report of Committee B-5, 255. 
Copper Wire. Report of Committee B-1, 193. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 
Non-Ferrous Metals and Alloys. Report of Committee B-2, 198. 
Tentative Methods of Rockwell Hardness Testing of Metallic Materials, 961. 
Tentative Revisions of: 
Standard Specifications for Brass Pipe, Standard Sizes, 988. 
Standard Specifications for Copper Bars for Locomotive Staybolts, 987. 
Standard Specifications for Copper Pipe, Standard Sizes, 988. 
Standard Specifications for Copper Plates for Locomotive Fireboxes, 987. 


Standard Specifications for Seamless Admiralty Condenser Tubes and 
Ferrule Stock, 990. 


Standard Specifications for Seamless Copper Boiler Tubes, 987. 


_ Standard Specifications for Seamless 70-30 Brass Condenser Tubes and 
_ Ferrule Stock, 990. 


_ Standard Specifications for Sheet High Brass, 991. 


Coy 
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Tentative Specifications for: 
Copper-Base Alloys in Ingot Form for Sand Castings, 674. 
Copper Water Tube, 682. 
Fire-Refined Copper Other than Lake, 663. 
Hard-Drawn Copper Transmission Cable, 666. 


Sand Castings of the Alloy: Copper 80 per cent; Tin 10 per cent; Lead 
10 per cent, 670. 


Seamless Copper Tubing, Bright Annealed, 679. 
Copper-Bearing Steel. 

Corrosion of Iron and Steel. Report of Committee A-5, 100. —_ 

Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee _ 
A-5, 116. 

Specifications for Metallic-Coated Products. Report of Subcommittee VI, 
Committee A-5, 110. 

Tentative Specifications for: 


Structural Medium Steel, 534. 
Structural Rivet Steel, 540. 
Zinc-Coated (Galvanized) Iron or Steel Barb Wire, 606. a 7 


Zinc-Coated (Galvanized) Iron or Steel Farm-Field and Railroad Right- 
of-Way Wire Fencing, 599. 

Zinc-Coated (Galvanized) Iron or Steel Telephone and Telegraph Line 
Wire, 589. 

Zinc-Coated (Galvanized) Iron or Steel Tie Wires, 595. 


Zinc-Coated Iron or Steel Chain-Link Fence Fabric Galvanized After 
Weaving, 603. 


Total Immersion Tests. Report of Subcommittee V, Committee A-5, 105. 
Cord. 
See Textile Materials. 


Core Loss. 
See Magnetic Testing. 
Corrosion. 

See also Weathering. 

Atmospheric Corrosion of Non-Ferrous Meta!s and Alloys, Report of Sub- 
committee VI, Committee B-3, 226. 

Corrosion of Iron and Steel. Report of Committee A-5, 100. 

Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 

Die-Cast Metals and Alloys. Report of Committee B-6, 264. 

Embrittlement Investigation. Report of Subcommittee X, Committee A-5, 
124. 

Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 116. 

Galvanic and Electrolytic Corrosion of Non-Ferrous Metals and Alloys. 
Report of Subcommittee VIII, Committee B-3, 248. 

Liquid Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VII, Committee B-3, 243. 

List of references on fatigue and corrosion-fatigue of metals, 145. 

Summary of Present-Day Knowledge of Fatigue Phenomena in Metals. Report 
of Research Committee on Fatigue of Metals, Appendix, 139. 

Table of physical properties of aluminum-base die-casting alloy specimens 
after 1-year outdoor exposure, 271; after 1-year indoor exposure, 275. 

Total Immersion Tests. Report of Subcommittee V, Cornmittee A-5, 105. 
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Cotton. 

Tentative Revision of Standard Specifications for Tolerances and Test Methods 
for Certain Light and Medium Cotton Fabrics, 1006. 

Tentative Revision of Standard Specifications for Tolerances and Test Methods 
for Cotton Sewing Threads, 1004. 

Tentative Specifications for Friction Tape for General Use for Electrical Pur- 
poses, 926. 

Textile Materials. Report of Committee D-13, 483. 


Creep Tests. 
See Temperature, Effect of. 


Creosote Oil. 

Tentative Revision of Standard Method of Test for Distillation of Creosote 
Oil, 1019. 

Tentative Revision of Standard Methods of Sampling and Analysis of Creosote 
Oil, 1018. 

Tentative Volume and Specific Gravity Correction Tables for Creosote, Creo- 
sote Coal-Tar Solution (up to 50 per cent Tar) and Coal Tar (Coke-Oven 
Tars), 797. 

Timber Preservatives. Report of Subcommittee VI, Committee D-7, 448. 


Crushing Strength. 
See Compression Testing. 


Culvert Pipe. 
See also Sewer Pipe. 
Tentative Specifications for Cast-Iron Culvert Pipe, 619. 


Cyclic Stress. 
See Fatigue. 


Damp-Proofing. 
See Waterproofing. 


Data, Analysis of. 
See Statistical Analysis. 


Definitions of Terms. 
See Nomenclature. 


Die-Cast Metals and Alloys. Report of Committee B-6, 264. 
The Physical Properties of Aluminum-Base Die-Casting Alloys, by A. J. Field. 
Report of Committee B-6, Appendix, 285. 
Table of physical properties and expansion data on zinc-base die-casting alloy 
specimens after 1-year outdoor exposure, 279; after 1-year indoor exposure, 
282. 
Table of physical properties of aluminum-base die-casting alloy specimens 
after 1-year outdoor exposure, 271; after 1-year indoor exposure, 275. 
Tabulated analyses of average test values of aluminum-base die-casting alloys, 
286. — 


Ele 


Elc 


En 


Di 
Dr 
Du 
Du 

Ele 

D 


‘Supyect INDEX 


Tentative Methods of Testing E lectrical Insulating Materials for Power Factor 
and Dielectric Constant, 820. 
Tentative Methods of Testing Sheet and Tape Insulating Materials for Dielec- 
tric Strength, 810. 
Tentative Specifications for Friction Tape for General Use for Electrical Pur- 
poses, 926. 
Diesel Fuel Oils. 


Fuel Oils (Including Diesel Fuel). Report of Technical Committee Cc, Com- 
mittee D-2, 422. 


Drain Tile. 
Drain Tile. Report of Committee C-6, 349. - 


Ductility. 

Tentative Method of Test for Ductility of Bituminous Materials, 781. 
Duralumin. 

See also Aluminum. 


Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 
201. 


Effect of Temperature. = 
See Temperature, Effect of. 


Elastic Limit. 
Tentative Definitions of Terms Relating to Methods of Testing, 967. 
Tentative Methods of Tension Testing of Metallic Materials, 945. 
See Welding. 
Electrical Insulating Materials. 
See Insulating Materials. 
Electrical-Resistance Alloys. 
Electrical-Heating, Electrical-Resistance and Electric-Furnace Alloys. Report 
of Committee B-4, 252. 
Electrolytic Corrosion. 
Galvanic and Electrolytic Corrosion of Non-Ferrous Metals and Alloys. 
Report of Subcommittee VIII, Committee B-3, 248. 
Elongation. 
See Tension Testing. 
Embrittlement. 
Cooperative Study of Charpy Notched-Bar Impact Tests of 18 per cent 
Chromium, 8 per cent Nickel, Stainless Steels, 156. 
Embrittlement Investigation. Report of Subcommittee X, Committee A-5, 
124. 
Recommendations to A.S.A. Sectional Committee on Zinc Coating of Iron and 
Steel. Report of Subcommittee X, Committee A-5, 125. 
Tentative Recommended Practice for Safeguarding Against Embrittlement of 
Hot-Galvanized Structural Steel Products and Procedure for Detecting 
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Enamels. 
_ Cellulose Ester Coatings. Report of Subcommittee XXV, Committee D-1, 391. 


Proposed Test for Consistency of Nitrocellulose Clear Lacquers and Lacquer 
Enamels, 392. 


Tentative Methods of Testing Nitrocellulose Clear Lacquers and Lacquer 
Enamels, 742. 
Endurance Testing. 
See Fatigue. 


Ester Coatings. 
Cellulose Ester Coatings. Report of Subcommittee XXV, Committee D-1, 391. 
Ethylene Glycol Ether. 
Tentative Specifications for: 
Acetate Ester of Ethylene Glycol Mono Ethyl Ether (90 to 91 per cent 
Grade), 740. 
Acetate Ester of Ethylene Glycol Mono Ethyl Ether (95 to 96 per cent 
Grade), 741. 
Ethylene Glycol Mono Butyl Ether, 738. 
Ethylene Glycol Mono Ethyl Ether, 739. 


Executive Committee. 


Annual Report of the Executive Committee, 40. 
Officers and Members of Executive Committee, 1023. 


Expansion. 
Table of physical properties and expansion data on zinc-base die-casting alloy 
specimens after 1-year outdoor exposure, 279; after 1-year indoor exposure, 


282. 


Exposure Tests. 
See Corrosion: Weathering. 


Extraction. 
-_ Extraction of Bituminous Aggregates. Report of Subcommittee B-6, Com- 
mittee D-4, 426. 
Proposed Methods for Testing Sheet Asphalt Paving Mixtures. Report of 
Subcommittee B-6, Committee D-4, Appendix, 432. 
Eyebars. 
Tentative Specifications for Structural Medium Steel, 534. 


F 
Fabricated Pipe. 
See Pipe and Piping Materials. 
Fabrics. 
See Textile Materials. 
Fatigue. 
Correlation of Tension, Creep and Fatigue Tests of 0.17 per cent Carbon Steel 
at Elevated Temperatures, 153. 
Fatigue of Metals. , Report of Research Committee, 138. 
List of references on fatigue of metals, 145. 
Summary of Present-Day Knowledge of Fatigue Phenomena in Metals. Report 
of Research Committee on Fatigue of Metals, Appendix, 139. 
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Fencing. 
: Tentative Specifications for: 
Zinc-Coated (Galvanized) Iron or Steel Barb Wire, 606. 
r . Zinc-Coated (Galvanized) Iron or Steel Farm-Field and Railroad Right- 


of-Way Wire Fencing, 599. 
Zinc-Coated Iron or Steel Chain-Link Fence Fabric Galvanized After 
Weaving, 603. 
Ferro-Alloys. 
Ferro-Alloys. Report of Committee A-9, 134. 


Tentative Methods of Chemical Analysis of Ferro-Tungsten and Ferro-Molyb- 
denum, 641. 


Tentative Specifications for: 
it Ferro-Tungsten, 636. 
Low-Carbon Ferro-Molybdenum, 638. 
at Molybdenum Salts and Compounds, 640. 


Fineness. 
See Mechanical Analysis. 


Fireboxes. 


Tentative Specifications for Steel Plates of Flange and Firebox Qualities for 
Forge Welding, 543. 


See Refractories. 
re, Fire-Refined Copper. 


Tentative Specifications for Fire-Refined Copper Other than Lake, 663. 
Fire Tests. 

Fire Tests of Materials and Construction. Report of Committee C-5, 347. _ 
Flash Point. 


Tentative Revisions of Standard Method of Test for Flash and Fire Points by 
Means of Open Cup, 1016. 


Flexure Testing. 
Tentative Methods of Testing Gypsum and —_— Products, 700. 


Tentative Methods of Testing Laminated Sheet Materials Used in Electrical 
Insulation, 860. 


Flow Test. 
Tentative Method of Test for Structural Strength of Fine Aggregate Using 
Constant Water-Cement-Ratio Mortar, 711. 
Tentative Specifications and Tests for Masonry Cement, 695. 


Forge-Welded Pipe. 
Tentative Specifications for Forge-Welded Steel Pipe, 576. 
tee 


Forgings. 
Tentative Revision of Standard Specifications for Quenched-and-Tempered 
Alloy Steel Axles, Shafts and Other Forgings for Locomotives and Cars, 980. 
ort Tentative Revision of Standard Specifications for Quenched-and-Tempered 
Carbon-Steel Axles, Shafts, and Other Forgings for Locomotives and Cars, 
979. 
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Freezing-and-Thawing Tests. 

Proposed Method of Testing Concrete and Concrete Aggregates by Freezing 
and Thawing—Submitted by C. H. Scholer and A. E. Stoddard. Report of 
Committee C-9, Appendix, 364. 

Friction Tape. 

Tentative Specifications for Friction Tape for General Use for Electrical Pur- 

poses, 926. 
Friction Testing. 

Tentative Specifications for Friction Tape for General Use for Electrical Pur- 
poses, 926. 

Tentative Specifications for Rubber Insulating Tape, 930. 


Fuel Oils. 
Fuel Oils (Including Diesel Fuel). Report of Technical Committee C, Com- 
mittee D-2, 422. 
Fusion-Welded Pipe. 
Tentative Specifications for Electric-Fusion-Welded Steel Pipe (Sizes 8 in. to 
but not Including 30 in.), 564. 
Tentative Specifications for Electric-Fusion-Welded Steel Pipe (Sizes 30 in 
and Over), 560. 


G 
Galvanic Couple Tests. 

Galvanic and Electrolytic Corrosion of Non-Ferrous Metals and Alloys. 

Report of Subcommittee VIII, Committee B-3, 248. 
Galvanizing. 

See also Zinc. 

Corrosion of Iron and Steel. Report of Committee A-5, 100. 

Embrittlement Investigation. Report of Subcommittee X, Committee A-5, 
124. 

Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 116. 

Recommendations to A.S.A. Sectional Committee on Zinc Coating of Iron and 
Steel. Report of Subcommittee X, Committee A-5, 125. 

Specifications for Metallic-Coated Products. Report of Subcommittee VI, 
Committee A-5, 110. 

Tentative Recommended Practice for Safeguarding Against Embrittlement of 
Hot-Galvanized Structural Steel Products and Procedure for Detecting 
Embrittlement, 615. 

Tentative Specifications for: 

Black and Hot-Dipped Zinc-Coated (Galvanized) Welded and Seamless 
Steel Pipe for Ordinary Uses, 556. 
_ Zinc-Coated (Galvanized) Iron or Steel Barb Wire, 606. 
ce sone (Galvanized) Iron or Steel Farm-Field and Railroad Right- 
of-Way Wire Fencing, 599. 
_ Zinc-Coated (Galvanized) Iron or Steel Telephone and Telegraph Line 
Wire, 589. 
Zinc-Coated (Galvanized) Iron or Steel Tie Wires, 595. 
Zinc-Coated (Galvanized) Iron or Steel Wire Strand (Cable), 609. 
Zinc-Coated Iron or Steel Chain-Link Fence Fabric Galvanized After 


p Weaving, 603. 
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Total Immersion Tests. Report of Subcommittee V, Committee A-5, 105. _ 
Zinc Coating of Iron and Steel. Report of Sectional Committee, 126. 
Gasoline. 
Gasoline. Report of Technical Committee A, Committee D-2, 406. 
Proposed Methods for Determination of Gum Content (Preformed Gum) in 
Gasoline. Report of Technical Committee A, Committee D-2, 412. 
Proposed Method for Determination of Knock Characteristics for Motor Fuels. 
Report of Technical Committee A, Committee D-2, Appendix II, 415. 
Report of Section on Gum in Gasoline. Report of Technical Committee A, 
Committee D-2, Appendix I, 407. 
Tentative Method of Test for Vapor Pressure of Natural Gasoline (Reid 
Method), 765. 
Glazier’s Putty. 
Tentative Specifications for Pure Linseed Oil Putty for Glazing, 736. 
See Metallography. 
Granite. 
See also Building Stone. 
Tentative Revisions of: 
_ Standard Specifications for Block for Durax Granite Pavements, 1004. 
- Standar Specifications for Block for Granite Block Pavements, 1004. 
Standard Specifications for Block for Recut Granite Block Pavements, 
1004. 


Gravity. 


Tentative Method of Test for Gravity of Petroleum and Petroleum Products 
by Means of the Hydrometer, 757. 


See Cast Iron. 


Grease. 


Tentative Method of Test for Color of Petrolatum by Meansof A.S.T.M. Union 
Colorimeter, 752. 


Gum. 
Gasoline. Report of Technical Committee A, Committee D-2, 406. 
Proposed Methods for Determination of Gum Content (Preformed Gum) in 
Gasoline. Report of Technical Committee A, Committee D-2, 412. 
Report of Section on Gum in Gasoline. Report of Technical Committee A, 
Committee D-2, Appendix I, 407. 
Guy Wire. 
Tentative Specifications for Zinc-Coated (Galvanized) Iron or Steel Wire 
Strand (Cable), 609. 
Gypsum. 
Gypsum. Report of Committee C-11, 367. : 
Tentative Methods of Testing Gypsum and Gy psum Peete, 700. 
Tentative Revisions of: 
7 Standard Definitions of Terms Relating to the Gypsum Industry, 1002. 
‘Standard Specifications for Gypsum Partition Tile or Block, 995. 
_ Standard Specifications for Gypsum Plaster Board, 995. 
Standard Specifications for Gypsum Wall Board, 995. 
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H 
Hardness Testing. 
Tabulated analyses of average test values of aluminum-base die-casting alloys, 
286. 


Tentative Methods of Rockwell Hardness Testing of Metallic Materials, 961. 


‘Hardware. 
Field Tests of Metallic Coatings. Report of Subcommittee VIII, Com- 
mittee A-5, 116. 


Heat-Resistant Alloys. 
See Electrical-Resistance Alloys. 


Heat Treatment. 

_ Cooperative Study of Charpy Notched-Bar Impact Tests ot 18 per cent Chro- 
_mium, 8 per cent Nickel, Stainless Steels, 156. 

Heat Treatment of Iron and Steel. Report of Committee A-4, 98. 

Magnetic Permeability Tests of 18 per cent Chromium, 8 per cent Nickel, 
Stainless Steels, 167. 
Structural Stability of 18 per cent Chromium, 8 per cent Nickel, Stainless 
Steels at Elevated Temperatures in the Absence of Stress, 170. 
- Tentative Revisions of Standard Definitions of Terms Relating to Heat Treat- 

ment Operations (Especially as Related to Ferrous Alloys), 985. 


Hiding Power. 
Report of Cooperative Work on the Determination of Hiding Power of Wet 
Paints. Report of Subcommittee VIII, Committee D-1, Appendix, 386. 
Tentative Method of Test for Comparative Hiding Power of Paints, 745. 


High-Temperature Testing. 
See Temperature, Effect of. 


Highway Materials. 
See Bituminous Materials; Concrete; Pavements; Road Materials. 


Hollow Tile. 
See Tile. 


Hot Cement. 
See Cement; Temperature, Effect of. 


Hydrated Lime. 
See Lime. 


Immersion Tests. 
See also Corrosion. 
_ Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 
' Liquid Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VII, Committee B-3, 243. 
Total Immersion Tests. Report of Subcommittee V, Committee A-5, 105. 


Impact Testing. 
Cooperative Study of Charpy Notched-Bar Impact Tests of 18 per cent Chro- 
mium, 8 per cent Nickel, Stainless Steels, 156. 
_ Die-Cast Metals and Alloys. Report of Committee B-6, 264. 
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Table of physical properties and expansion data on zinc-base die-casting alloy 
specimens after 1-year outdoor exposure, 279; after 1-year indoor exposure 
282. 

Table of physical properties of aluminum-base die-casting alloy specimens 
after 1-year outdoor exposure, 271; after 1-year indoor exposure, 275. 

Tabulated analyses of average test values of aluminum-base die-casting alloys, 
286. 

Tentative Methods of Testing Electrical Insulating Materials for Resistance to 
Impact, 868. 


Insulating Materials. 
Electrical Insulating Materials. Report of Committee D-9, 456. 
Rubber Products. Report of Committee D-11, 475. 
Tentative Methods of: 
Test for Grading Natural Mica According to Size, Commercial Quality 
and Thickness, 906. 
Test for Resistivity of Insulating Materials, 873. 
Testing Electrical Insulating Materials for Power Factor and Dielectric 
Constant, 820. 
Testing Electrical Insulating Materials for Resistance to Impact, 868. 
Testing Flexible Varnished Tubing Used for Electrical Insulation, 902. | 
Testing Laminated Round Rods Used in Electrical Insulation, 899. . 
Testing Laminated Sheet Materials Used in Electrical Insulation, 860. 
Testing Laminated Tubes Used in Electrical Insulation, 895. _ 
Testing Pasted Mica Used in Electrical Insulation, 911. 
. Testing Sheet and Tape Insulating Materials for Dielectric Strength, 810. 
Testing Untreated Paper Used in Electrical Insulation, 837. 
Testing Varnished Cloths and Varnished Cloth Tapes Used in Electrical 
Insulation, 886. 
Tentative Revision of Standard Methods of Testing Electrical Insulating Oils, 
1021. 
Tentative Revisions of Standard Methods of Testing Molded Materials Used 
for Electrical Insulation, 1020. 
Tentative Specifications for: _ 
Friction Tape for General Use for Electrical Purposes, 926. 
_ Insulated Wire and Cable: Performance Rubber Compound, 916. 
Rubber Insulating Tape, 930. 


Iron. 
See Alloy Steel; Cast Iron; Malleable Iron; Steel; Wrought Iron. 


Izod Impact. 
See Impact Testing. — gm + ar 
- 
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Keene’s Cement. 
Tentative Methods of Testing Gypsum and Gypsum Products, 700. 


Knock Characteristics. 
Proposed Method for Determination of Knock Characteristics of Motor Fuels. 
Report of Technical Committee A, Committee D-2, Appendix II, 415. 
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L 
Laboratory Inspection. 
Cement Reference Laboratory. Report of Subcommittee, Committee C-1, 314. 


Lacquer. 
See also Solvents. 
Cellulose Ester Coatings. Report of Subcommittee XXV, Committee D-1, 391. 
_ Proposed Test for Consistency of Nitrocellulose Clear Lacquers and Lacquer 
Enamels, 392. 
_ Tentative Methods of Testing Nitrocellulose Clear Lacquers and Lacquer 
Enamels, 742. 


Laminated Materials. 
Tentative Methods of: 
Testing Laminated Round Rods Used i in 1 Electrical Insulation, 899. 
Testing Laminated Tubes Used in Electrical Insulation, 895. 
Testing Pasted Mica Used in Electrical Insulation, 911. 


Lead. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201 
_ Tentative Specifications for Sand Castings of the Alloy: Copper 80 per cent; 
Tin 10 per cent; Lead 10 per cent, 670. 


Light Metals. 
Atmospheric Corrosion. Report of Subcommittee VI, Committee B-3, 226. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 
Light Metals and Alloys, Cast and Wrought. Report of Committee B-7, 292. 
Tentative Methods of Rockwell Hardness Testing of Metallic Materials, 961. 
Tentative Specifications for: 
Aluminum-Copper-Magnesium-Manganese Alloy Bars, Rods and Shapes, 
687. 
Magnesium-Base Alloy Sheet, 691. 
Magnesium-Base Alloy Wrought Shapes (Other than Sheet), 693. 
Lime. 
Lime. Report of Committee C-7, 350. 
Tentative Revisions of Standard Specifications for myanee Lime for Struc- 
tural Purposes, 994. 


Limestone. 
See Building Stone; Lime. 


Lock-Bar Pipe. 
Tentative Specifications for Lock-Bar Steel Pipe, 581. 


Locomotives and Cars. 
Tentative Revision of Standard Specifications for Quenched-and-Tempered 
Alloy Steel Axles, Shafts and Other Forgings for Locomotives and Cars, 980. 
- Tentative Revision of Standard Specifications for Quenched-and-Tempered 
Carbon-Steel Axles, Shafts, and Other Forgings, for Locomotives and Cars, 
979. 
Tentative Specifications for Lap-Welded and Seamless Steel and Lap-Welded 
Iron Boiler Tubes, 549. 


_ Loss on Heating. 
Tentative Method of Test for Residue of Specified Penetration, 784. 
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Low-Temperature Testing. = 
See Temperature, Effect of. 
. 


Lubricants. 


Lumber. 
See Timber. 


Magnesium Alloys. 
Tentative Specifications for Magnesium-Base Alloy Sheet, 691. 
Tentative Specifications for Magnesium-Base Alloy Wrought Shapes (Other : 
than Sheet), 693. 


Magnetic Testing. 
Magnetic Permeability Tests of 18 per cent Chromium, 8 per cent Nickel, — 
Stainless Steels, 167. 
Magnetic Properties. Report of Committee A-6, 129. 
Tentative Methods of Test for Magnetic Properties of Iron and Steel, 650. Z 


© 
Malleable Iron. 

Malleable Iron Castings. Report of Committee A-7, 131. 

Tentative Specifications for Malleable Iron Castings, 633. _ 


Manganese Bronze. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201, 
Tentative Revision of Standard Methods of Chemical Analysis of Manganese 4 - 


Bronze, 993.0 


Marble. 
See Building Stone. 


Masonry Cement. 
See also Cement. 
Tentative Specifications and Tests for Masonry Cement, 695. 


Mechanical Analysis. 
Tentative Method of Test for Particle Size of Ground Refractory Materials 
721. 
Tentative Methods of Testing Gypsum and Gypsum Products, 700. 
Tentative Revision of Standard Method of Test for Sieve Analysis or Aggre- 
gates for Concrete, 1002. 


Metallic Coatings. 
See Corrosion; Galvanizing; Zinc. 


Metallography. 
Metallography. Report of Committee E-4, 507. 
Structural Stability of 18 per cent Chromium, 8 per cent Nickel, Stainless Steels 
at Elevated Temperatures in the Absence of Stress, 170. 


Methods of Testing. 
See Testing, Methods of. 


4, 

See Grease; Oils; Petroleum Products. 
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Mica. 
Tentative Methods of Test for Grading Natural Mica — to Size, Com 
mercial Quality and Thickness, 906. 
Tentative Methods of Testing Pasted Mica Used in Electrical Insulation, 911 


Microscopic Study. 

A Microscopic Study of Certain Oils Which Show the Phenomenon of High 
and Low Pour Points, by R. W. Moore and L. C. Beard, Jr. Report of Sub- 
committee XVI, Committee D-2, Appendix, 402. 

Structural Stability of 18 per cent Chromium, 8 per cent Nickel, Stainless 


Steels at Elevated Temperatures in the Absence of Stress, 170. 2 


Molybdenum. 
Tentative Specifications for Low-Carbon Ferro-Molybdenum, 638. 
Tentative Specifications for Molybdenum Salts and Compounds, 640. 
Mortar. 
Tentative Method of Test for Structural Strength of Fine Aggregate Using 
Constant Water-Cement-Ratio Mortar, 711. 
Motor Fuel. 
_ See Fuel Oils; Gasoline; Petroleum Products. 


N 
Natural Building Stone. 
See Building Stone. 


Natural Cement. 
See Cement. 
Neutralization. 
‘Tentative Methods of ‘Testing Untreated P Paper ‘Used in Electrical Insulation, 
837. 
Nickel. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 
Nickel Steel. 


Cooperative Study of Charpy Notched-Bar Impact Tests of 18 per cent Chro- 
mium, 8 per cent Nickel, Stainless Steels, 156. 


_ Tron- -Chromium, Iron-Chromium-Nickel and Related Alloys. Report of 
Committee A-10, 136. 


a Magnetic Permeability Tests of 18 per cent Chromium, 8 per cent Nickel, 
Stainless Steels, 167. 


- Structural Stability of 18 per cent Chromium, 8 per cent Nickel, Stainless 
Steels at Elevated Temperatures in the Absence of Stress, 170. 


Nitriding. 
Tentative Revisions of Standard Definitions of Terms Relating to Heat Treat- 
ment Operations (Especially as Related to Ferrous Alloys), 985. 
Nitrocellulose. 


Tentative Methods of Testing Nitrocellulose Clear Lacquers and Lacquer 
_ Enamels, 742. 
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Nomenclature. 
Heat Treatment of Iron and Steel. Report of Committee A-4,98. <a 
Nomenclature and Definitions. Report of Committee E-8, 515. ee 
Tentative Definitions of Terms Relating to Methods of Testing, 967. 

Tentative Revisions of: 
Standard Definitions of Terms Relating to the Gypsum Industry, 1002. 
Standard Definitions of Terms Relating to Heat Treatment Operations 
(Especially as Related to Ferrous Alloys), 985. 
Standard Definitions of Terms Relating to Paint Specifications, 1021. 
Standard Definitions of Terms Relating to Refractories, 1002. 


Standard Definitions of Terms Relating to Wrought Iron Specifications, 
986. 


Octane Number. 
Proposed Method for Determination of Knock Characteristics of Motor Fuels. 
Report of Technical Committee A, Committee D-2, Appendix II, 415. 
Oils. 


Cloud and Pour Test. Report of Subcommittee XVI, Committee D-2, 401. 

Fuel Oils (Including Diesel Fuel). Report of Technical Committee C, Com- 
mittee D-2, 422. 

A Microscopic Study of Certain Oils Which Show the Phenomenon of High 
and Low Pour Points, by R. W. Moore and L. C. Beard, Jr. Report of 
Subcommittee XVI, Committee D-2, Appendix, 402. 

Petroleum Products and Lubricants. Report of Committee D-2, 393. 

Tentative Method of Test for Color of Lubricating Oils by Means of A.S.T.M. 
Union Colorimeter, 747. 

Tentative Method of Test for Gravity of Petroleum and Petroleum Products 
by Means of the Hydrometer, 757. 

Tentative Standard Viscosity-Temperature Chart for Liquid Petroleum 
Products, 772. 

Open Hearth. 


See Steel. 


ote 
Paints. 


See also Protective Coatings 

Accelerated Tests for Protective Coatings. Report of Subcommittee VII, 
Committee D-1, 375. 

Methods of Analysis of Paint Materials. Report of Subcommittee VIII, 
Committee D-1, 377. 

Preservative Coatings for Structural Materials. Report of Committee D-1, 370. 

Proposed Specifications for Wood to be Used as Panels in Accelerated Weather 
Tests of Paints and Varnishes. Report of Subcommittee VII, Committee 
D-1, Appendix, 376. 

Report of Cooperative Work on the Determination of Hiding Power of Wet 
Paints. Report of Subcommittee VIII, Committee D-1, Appendix, 386. 

Tentative Method of Test for Comparative Hiding Power of Paints, 745. 

Tentative Revisions of Standard Definitions of Terms Relating to Paint Speci- 
fications, 1021. 


Tentative Revisions of Standard Methods of Routine Analysis of White Lin- 
seed Oil Paints, 1010. 
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Paper. 


_ Tentative Methods of Testing Untreated Paper — in Electrical Insulation, 
837. 


Papers and Publications. 
Annual Report of the Executive Committee, 40. 
Papers and Publications. Report of Committee E-6, 510. 
q Round Table Discussion on Acquisition of Good Data—Summary of Proceed- 
ings of the Thirty-fifth Annual Meeting, 13. ; 
Summary of the Proceedings of the Thirty-fifth Annual Meeting, 13. 


Pavements. 


Proposed Methods for Testing Sheet Asphalt Paving Mixtures. Report of 
_ Subcommittee B-6, Committee D-4, Appendix, 432. 
_ Road and Paving Materials. Report of Committee D-4, 423. 


Penetration. 
Tentative Method of Test for Residue of Specified Penetration, 784. 


Permeability, Magnetic. 
See Magnetic Testing. 


_ Tentative Method of Test for Color of Petrolatum by Means of A.S.T.M. 
Union Colorimeter, 752. 


Petroleum Products. 


See also Bituminous Materials; Oils. _ 

Cloud and Pour Test. Report of Subcommittee XVI, Committee D-2, 401. 

Fuel Oils (Including Diesel Fuel). Report of Technical Committee C, Com- 
mittee D-2, 422. 

Gasoline. Report of Technical Committee A, Committee D-2, 406. 

- A Microscopic Study of Certain Oils Which Show the Phenomenon of High 
and Low Pour Points, by R. W. Moore and L. C. Beard, Jr. Report of Sub- 
committee XVI, Committee D-2, Appendix, 402. 

Petroleum Products and Lubricants. Report of Committee D-2, 393. 
Proposed Methods for Determination of Gum Content (Preformed Gum) in 
Gasoline. Report of Technical Committee A, Committee D-2, 412. 
! Proposed Method for Determination of Knock Characteristics for Motor Fuels. 
Report of Technical Committee A, Committee D-2, Appendix IT, 415. 
‘ Report of Section on Gum in Gasoline. Report of Technical Committee A, 
Committee D-2, Appendix I, 407. 
Tentative Methods of: 

Test for Color of Lubricating Oils by Means of A.S.T.M. Union Colori- 
meter, 747. 

Test for Color of Petrolatum by Means of A.S.T.M. Union Colorimeter, 
752. 

Test for Gravity of Petroleum and Petroleum Products by Means of the 
Hydrometer, 757. 

Test for Vapor Pressure of Natural Gasoline (Reid Method), 765. 
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Tentative Revisions of: 
Standard Method of Test for Cloud and Pour Points, 1018. 
Standard Method of Test for Flash and Fire Points by Means of Open 
1016. 
_ Standard Methods of Test for Viscosity of Petroleum Products and Lubri- 
 cants, 1016. 


Tentative Standard Viscosity-Temperature Chart for Liquid Petroleum Prod- 
ucts, 772. 


Phase Difference. 


Tentative Methods of Testing Electrical Insulating Materials for Power Factor 
and Dielectric Constant, 820. 


Photography. 


Pigments. 
See also Paints. 
Methods of Analysis of Paint Materials. Report of Subcommittee VIII, 
Committee D-1, 377. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 
370. 
Specifications for Pigments Dry and in Oil when Marketed in that Form. 
Report of Subcommittee XV, Committee D-1, 389. mies 
Tentative Revisions of: 
_ Standard Method of Routine Analysis of Dry Cuprous Oxide, 1016. 
_ Standard Method of Routine Analysis of Dry Mercuric Oxide, 1016. 
Standard Methods of Routine Analysis of Dry Red Lead, 1011. 
Standard Methods of Routine Analysis of Titanium Pigments, 1015. 
Standard Methods of Routine Analysis of Yellow and Orange Pigments 
Containing Chromium Compounds, Blue Pigments and Chrome Green, 
1012. 
Standard Methods of Routine Analysis of Yellow, Orange, Red and Brown 
Pigments Containing Iron and Manganese, 1012. 
Standard Methods of Routine Analysis of White Pigments, 1007. 
Standard Methods of Test for Hygroscopic Moisture (and Other Matter 
Volatile Under the Test Conditions) in Pigments, 1015. 
Standard Specifications for Basic Carbonate White Lead, 1003. 


Pipe and Piping Materials. 
See also Tubes. 
Clay Pipe. Report of Committee C-4, 345. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 
370. 
Standardization of Dimensions and Material of Wrought-Iron and Wrought- 


Steel Pipe and Tubing. Report of Sectional Committee, 89. ton, 
Tentative Revisions of: 


Standard Specifications for Brass Pipe, Standard Sizes, 988. 
Standard Specifications for Cement-Concrete Sewer Pipe, 995. 
Standard Specifications for Copper Pipe, Standard Sizes, 988. __ 
Standard Specifications for Welded and Seamless Steel Pipe, 980. 
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Pipe and Piping Materials (Continued): 
Tentative Specifications for: 
Black and Hot-Dipped Zinc-Coated (Galvanized) Welded and Seamless 
Steel Pipe for Ordinary Uses, 556. 
Cast-Iron Culvert Pipe, 619. 
Clay Sewer Pipe, 724. a 
Electric-Fusion-Welded Steel Pipe (Sizes 8 in. to but not Including 30 in.), 
564. 
Electric-Fusion-Welded Steel Pipe (Sizes 30 in. and Over), 560. 
Electric-Resistance-Welded Steel Pipe, 570. 
Forge-Welded Steel Pipe, 576. 
Lock-Bar Steel Pipe, 581. 
Riveted Steel and Wrought-Iron Pipe, 586. 
Steel Plates of Flange and Firebox Qualities for Forge Welding, 543. 


Pitch. 
See Bituminous Materials. 


Plaster. 
Tentative Methods of Testing Gypsum and Gypsum Products, 700. 


Plaster Board. 
See also Wall Board. 
Tentative Methods of Testing Gypsum and Gypsum Products, 700. 


Plates. 

See also Sheets. 

Tentative Methods of Tension Testing of Metallic Materials, 945. 

Tentative Revision of Standard Specifications for Copper Plates for Locomotive 
Fireboxes, 987. 

Tentative Revision of Standard Specifications for Steel Plates of Structural 
Quality of Forge Welding, 980. 

Tentative Specifications for Steel Plates of Flange and Firebox Qualities for 
Forge Welding, 543. 

Tentative Specifications for Structural Medium Steel, 534. 

Total Immersion Tests. Report of Subcommittee V, Committee A-5, 105. 


Portland Cement. 
See Cement. 


Pour Point. 

Cloud and Pour Test. Report of Subcommittee XVI, Committee D-2, 401. 

A Microscopic Study of Certain Oils Which Show the Phenomenon of High 
and Low Pour Points, by R. W. Moore and L. C. Beard, Jr. Report of Sub- 
committee XVI, Committee D-2, Appendix, 402. 

Tentative Revision of Standard Method of Test for Cloud and Pour Points, 
1018. 


Tentative Methods of Testing Electrical Insulating Materials for Power Factor 
and Dielectric Constant, 820. 
Presidential Address. 


Research and the American Society for Testing Materials. Annual Address 
by the President, F. O. Clements, 31. 
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Protective Coatings. 


See also Galvanizing; Paints; Zinc. 
Accelerated Tests for Protective Coatings. Report of Subcommittee VII, ® 
Committee D-1, 375. i. 


Corrosion of Iron and Steel. Report of Committee A-5, 100. 

Field Tests of Metallic Coatings. Report of Subcommittee VIII, Com- 
mittee A-5, 116. 

Methods of Analysis of Paint Materials. Report of Subcommittee VIII, Com- 


mittee D-1, 377. 7 
Preservative Coatings for Structural Materials. Report of Committee D-1, 

370. 
Proposed Specifications for Wood to be Used as Panels in Accelerated Weather - 


Tests of Paints and Varnishes. Report of Subcommittee VII, Committee 
D-1, Appendix, 376. 
Report of Cooperative Work on the Determination of Hiding Power of Wet 
Paints. Report of Subcommittee VIII, Committee D-1, Appendix, 386. 
Specifications for Metallic-Coated Products. Report of Subcommittee VI, 
Committee A-5, 110. 
Specifications for Pigments Dry and in Oil when Marketed in that Form. i 
Report of Subcommittee XV, Committee D-1, 389. 
Tentative Method of Test for Comparative Hiding Power of edie 745. 
Tentative Methods of Testing Nitrocellulose Clear Lacquers and Lacquer 
Enamels, 742. 
Tentative Revisions of: 
_ Standard Definitions of Terms Relating to Paint Specifications, 1021. _ 
Standard Method of Routine Analysis of Dry Cuprous Oxide, 1016. 7 
Standard Method of Routine Analysis of Dry Mercuric Oxide, 1016. 6 
"Standard Methods of Routine Analysis of Dry Red Lead, 1011. 
Standard Methods of Routine Analysis of Yellow and Orange Pigments > 
Containing Chromium Compounds, Blue Pigments and Chrome Green, 
1012. 
_ Standard Methods of Routine Analysis of Yellow, Orange, Red and Brown 
Pigments Containing Iron and Manganese, 1012. 
1 Standard Methods of Routine Analysis of Titanium Pigments, 1015. 
_ Standard Methods of Routine Analysis of White Linseed Oil Paints, 1010. 
_ Standard Methods of Routine Analysis of White Pigments, 1007. 
Standard Methods ot Test for Hygroscopic Moisture (and Other Matter 
Volatile Under the Test Conditions) in Pigments, 1015. 
Standard Specifications for Basic Carbonate White Lead, 1003. 


Publications. 


See Papers and Publications. : 
e 


Putty. 
Specifications for Pigments Dry and in Oil when Marketed in that Form. 


Report of Subcommittee XV, Committee D-1, 389. 
Tentative Specifications for Pure Linseed Oil Putty for Glazing, 736. _ 
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R Ros 
Radio Frequencies. 


Tentative Methods of Testing Electrical Insulating Materials for Power Factor 
and Dielectric Constant, 820. 


Rayon. 
Tentative Specifications for Tolerances and Test Methods for Rayon, 934. 


Refractories. 


Refractories. Report of Committee C-8, 352. 
Tentative Method of Test for Particle Size of Ground Refractory Materials, 
721. 
_ Tentative Revisions of: 
Standard Definitions of Terms Relating to Refractories, 1002. 
Standard Method of Test for Porosity and Permanent Volume Changes 
in Refractory Materials, 997. 

Standard Method of Test for Softening Point of Fire-Clay Brick, 998. 


Reinforced Concrete. 
See Concrete. 


Reinforcement, Concrete. 


See Concrete Reinforcement. 


Repeated Stress. R 


See Fatigue. 


Research. 


Effect of Temperature on the Properties of Metals. Report of Joint Research 
Committee, 148. 

Fatigue of Metals. Report of Research Committee, 138. 
_ Research and the American Society for. Testing Materials. Annual Address 

by the President, F. O. Clements, 31. F 
Research. Report of Committee E-9, 519. 
Summary of Present-Day Knowledge of Fatigue Phenomena in Metals. Report 

of Research Committee on Fatigue of Metals, 139. 


Residue. 
Tentative Method of Test for Residue of Specified Penetration, 784. ] 


Resistance Alloys. 
See Electrical-Resistance Alloys. 


Resistance-Welded Pipe. 

Tentative Specifications for Electric-Resistance-Welded Steel Pipe, 570. 
Resistivity. 

Tentative Methods of Test for Resistivity of Insulating Materials, 873. 


Riveted Pipe. 
Tentative Specifications for Riveted Steel and Wrought-Iron Pipe, 586. 


Rivets. 
Tentative Revision of Standard Specifications for Rivet Steel for Ships, 975. 
Tentative Specifications for Structural Rivet Steel, 540. 
Total Immersion Tests. Report of Subcommittee V, Committee A-5, 105. 


Road Materials. 
See also Bituminous Materials; Concrete. 
Extraction of Bituminous Aggregates. Report of Subcommittee B-6, Com- 
mittee D-4, 426. 
Proposed Methods for Testing Sheet Asphalt Paving Mixtures. Report of 
Subcommittee B-6, Committee D-4, Appendix, 432. 
Road and Paving Materials. Report of Committee D-4, 423. 


Tentative Methods of: 

Chemical Analysis of Calcium Chloride, 777. 

Test for Consistency of Portland-Cement Concrete, 775. 

Test for Ductility of Bituminous Materials, 781. 


Test for Residue of Specified Penetration, 784. 
Tentative Revisions of: 
Standard Specifications for Block for Durax Granite Pavements, 1004. 
_ Standard Specifications for Block for Granite Block Pavements, 1004. 
Standard Specifications for Block for Recut Granite Block Pavements, 
1004. 
_ Standard Specifications for Broken Slag for Waterbound Base and Wearing 
Course, 1003. 
 Senheel Specifications for Shovel-Run or Crusher-Run Broken Slag for 
Waterbound Base, 1003. 


Rock. 
See Aggregates; Road Materials; Stone. 


Rods. 
Tentative Methods of Testing Laminated Round Rods Used in Electrical Insu- 
lation, 899. 
Tentative Specifications for Aluminum-Copper-Magnesium-Manganese Alloy 
Bars, Rods and Shapes, 687. 


Roofing. 
Accelerated Weathering Tests. Report of Subcommittee VIII, Committee D-8, 
452. 
Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 
450. 


Rubber Products. 
Rubber Products. Report of Committee D-11, 475. 
Symposium on Rubber—Cleveland Regional Meeting. Report of Committee 
E-6 on Papers and Publications, 511. 

Tentative Specifications for: 
Friction Tape for General Use for Electrical Purposes, 926. 
Insulated Wire and Cable: Performance Rubber Compound, 916. 
Rubber Insulating Tape, 930. 


S 
Salt Spray Test. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 


Sampling. 
(Methods of sampling are indexed under the subjects covered by them.) 
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Sand. 
See also Aggregates; Road Materials. 
Tentative Method of Test for Soundness of Fine Aggregates by Use of Sodium 
Sulfate, 713. 
_ Tentative Method of Test for Structural Strength of Fine Aggregate Using 
Constant Water-Cement-Ratio Mortar, 711. 


Screw Spikes. 
Tentative Revisions of Standard Specifications for Steel Screw Spikes, 973. 


Sea Water Corrosion. 
See Immersion Tests. 


Sewer Pipe. 
See also Culvert Pipe. : 
Clay Pipe. Report of Committee C-4, 345. 
_ Tentative Specifications for Clay Sewer Pipe, 724. 


Shapes. 
Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 116. 


Tentative Recommended Practice for Safeguarding Against Embrittlement of 
Hot-Galvanized Structural Steel Products and Procedure for Detecting 
Embrittlement, 615. 

_ Tentative Specifications for: 
Aluminum-Copper-Magnesium-Manganese Alloy Bars, Rods and Shapes, 
687. 
Magnesium-Base Alloy Wrought Shapes (Other than Sheet), 693. 
Structural Medium Steel, 534. 


Sheets. 
Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 116. 
Tentative Methods of: 
Tension Testing of Metallic Materials, 945. 
Testing Laminated Sheet Materials Used in Electrical Insulation, 860. 
Testing Pasted Mica Used in Electrica] Insulation, 911. 
Testing Sheet and Tape Insulating Materials for Dielectric Strength, 810. 
Tentative Revisions of Standard Specifications for Sheet High Brass, 991. 
_ Tentative Specifications for Magnesium-Base Alloy Sheet, 691. 
Shellac. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 370. 
Silk. 
Textile Materials. Report of Committee D-13, 483. 
Silk, Artificial. 
See Rayon. 
Slag. 
See also Aggregates; Road Materials. 


Tentative Revisions of Standard Specifications for Broken Slag for Water- 
bound Base and Wearing Course, 1003. 


Tentative Revisions of Standard Specifications for Shovel-Run or Crusher- 


Run Broken Slag for Waterbound Base, 1003. _ ° 
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Sleeving. 
Tentative Specifications for Tolerances and Test Methods for Tubular Sleeving 
and Braids, 942. 


Slump Test. 
Tentative Method of Test for Consistency of Portland-Cement Concrete, 775. 


Sodium Sulfate. 
Tentative Method of Test for Soundness of Coarse Aggregates by Use of Sodium 
Sulfate, 717. 
Tentative Method of Test for Soundness of Fine Aggregates by Use of Sodium 
Sulfate, 713. 


Solvents. 
Cellulose Ester Coatings. Report of Subcommittee XXV, Committee D-1, 
391. 
Tentative Specifications for: 
: Acetate Ester of Ethylene Glycol Mono Ethyl Ether (90 to 91 per cent 
Grade), 740. 
: ‘Acetate Ester of Ethylene Glycol Mono Ethyl Ether (95 to 96 per cent 
Grade), 741. 
Glycol Mono Butyl Ether, 738. 
Ethylene Glycol Mono Ethyl Ether, 739. 
Soundness. 
Tentative Method of Test for Soundness of Coarse Aggregates by Use of Sodium 
Sulfate, 717. 
Tentative Method of Test for Soundness of Fine Aggregates by Use of Sodium 
Sulfate, 713. 
Specific Gravity. 
Tentative Method of Test for Gravity of Petroleum and Petroleum Products 
by Means of the Hydrometer, 757. 


Speed of Testing. | 
See also Testing, Methods of. re 
Summary of replies to questionnaire on current practice in speed of testing, 502. 

Spikes. 

Tentative Specifications for Soft Steel Track Spikes, 531. _ 


Spray Test. 
See Salt Spray Test. 


Stainless Steel. 
Cooperative Study of Charpy Notched-Bar Impact Tests of 18 per cent Chro- 
mium, 8 per cent Nickel, Stainless Steels, 156. 
Magnetic Permeability Tests of 18 per cent Chromium, 8 per cent Nickel, 
Stainless Steels, 167. 
Structural Stability of 18 per cent Chromium, 8 per cent Nickel, Stainless 
Steels at Elevated Temperatures in the Absence of Stress, 170. ines 
Standardization. 
Annual Report of the Executive Committee, 40. 
Cement Reference Laboratory. Report of Subcommittee, Committee C-1, 314. 
Standards. Report of Committee E-10, 522. 
Summary of the Proceedings of the Thirty-fifth Annual Meeting, 13. 
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Statistical Analysis. 


Methods of Testing. Report of C Committee E- 1, 498. 
Round Table Discussion on Acquisition of Good Data—Summary of Proceed- 
ings of the Thirty-fifth Annual Meeting, 13. 


Steam Metal. 


Tentative Specifications for Copper-Base Alloys in Ingot Form for Sand 
Castings, 674. 


Steel. 
Cooperative Study of Charpy Notched-Bar Impact Tests of 18 per cent Chro- 
mium, 8 per cent Nickel, Stainless Steels, 156. 
Correlation of Tension, Creep and Fatigue Tests of 0.17 per cent Carbon Steel 
at Elevated Temperatures, 153. 
_ Corrosion of Iron and Steel. Report of Committee A-5, 100. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 
_ Effect of Temperature on the Properties of Metals. Report of Joint Research 
Committee, 148. 
_ Embrittlement Investigation. Report of Subcommittee X, Committee A-5, 
124. 
Fatigue of Metals. Report of Research Committee, 138. 
 Ferro-Alloys. Report of Committee A-9, 134. 
_ Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 116. 
Heat Treatment of Iron and Steel. Report of Committee A-4, 98. 
Iron-Chromium, Iron-Chromium-Nickel and Related Alloys. Report of Com- 
mittee A-10, 136. 
Magnetic Permeability Tests of 18 per cent Chromium, 8 per cent Nickel, 
Stainless Steels, 167. 
Magnetic Properties. Report of Committee A-6, 129. 
Metallography. Report of Committee E-4, 507. 
Proposed Revisions in Standards and Tentative Standards for Steel. Report 
of Committee A-1, Appendix, 79. 
Recommendations to A.S.A. Sectional Committee on Zinc Coating of Iron and 
Steel. Report of Subcommittee X, Committee A-5, 125. 
List of references on fatigue of metals, 145. 
Specifications for Metallic-Coated Products. Report of Subcommittee VI, 
Committee A-5, 110. 
Standardization of Dimensions and Material of Wrought-Iron and Wrought- 
Steel Pipe and Tubing. Report of Sectional Committee, 89. 
Steel. Report of Committee A-1, 67. 
Structural Stability of 18 per cent Chromium, 8 per cent Nickel, Stainless 
Steels at Elevated Temperatures in the Absence of Stress, 170. 
Summary of Present-Day Knowledge of Fatigue Phenomena in Metals. Report 
of Research Committee on Fatigue of Metals, Appendix, 139. 
Tentative Methods of: 
Rockwell Hardness Testing of Metallic Materials, 961. 
Tension Testing of Metallic Materials, 945. 
Test for Magnetic Properties of Iron and Steel, 650. 
Tentative Recommended Practice for Safeguarding Against Embrittlement of 
Hot-Galvanized Structural Steel Products and Procedure for Detecting Em- 
brittlement, 615. 
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Tentative Revisions of: 
Standard Specifications for Billet-Steel Concrete Reinforcement Bars, 976. 
Standard Specifications for Cold-Drawn Steel Wire for Concrete Rein- 

forcement, 979. 
Standard Specifications for Commercial Cold-Finished Bar Steels and 
_ Cold-Finished Shafting, 979. 
Standard Specifications for Commercial Quality Hot-Rolled Bar Steels, 979. 
Standard Specifications for Low-Carbon-Steel Splice Bars, 973. 
Standard Specifications for Low-Carbon-Steel Track Bolts, 973. 
Standard Specifications for Quenched Alloy-Steel Track Bolts, 973. 
_ Standard Specifications for Quenched Carbon-Steel Track Bolts, 973. _ 
Standard Specifications for Quenched-and-Tempered Alloy Steel Axles, 
Shafts and Other Forgings for Locomotives and Cars, 980. 
Standard Specifications for Quenched-and-Tempered Carbon-Steel Axles, 
Shatts, and Other Forgings for Locomotives and Cars, 979. 
Standard Specifications for Rail-Steel Concrete Reinforcement Bars, 977. 
Standard Specifications for Rivet Steel for Ships, 975. 
Standard Specifications for Steel Plates of Structural Quality for Forge 
Welding, 980. 
Standard Specifications for Steel Screw Spikes, 973. 
Standard Specifications for Steel Tie Plates, 974. | 
Standard Specifications for Structural Silicon Steel, 975. SS 
Standard Specifications for Structural Steel for Buildings, 974. 
Standard Specifications for Structural Steel for Ships, 975. 
Standard Specifications for Welded and Seamless Steel Pipe, 980. 
Tentative Specifications for: 
Black and Hot-Dipped Zinc-Coated (Galvanized) Welded and Seamless 
Steel Pipe for Ordinary Uses, 556. 
Electric-Fusion-Welded Steel Pipe (Sizes 8 in. to but not Including 30 in.), 
564. 
Electric-Fusion-Welded Steel Pipe (Sizes 30 in. and Over), 560. | 
Electric-Resistance-Welded Steel Pipe, 570. 
Forge-Welded Steel Pipe, 576. 
Lap-Welded and Seamless Steel and Lap-Welded Iron Boiler Tubes, 549. 
Lock-Bar Steel Pipe, 581. 
Riveted Steel and Wrought-Iron Pipe, 586. 
Soft Steel Track Spikes, 531. re 
Steel Plates of Flange and Firebox Qualities for Forge Welding, 543. 
Structural Medium Steel, 534. 
Structural Rivet Steel, 540. 
Zinc-Coated (Galvanized) Iron or Steel Barb Wire, 606. 
Zinc-Coated (Galvanized) Iron or Steel Farm-Field and Railroad Right- 
of-Way Wire Fencing, 599. 
q Zinc-Coated (Galvanized) Iron or Steel Telephone and Telegraph Lin 
Wire, 589. _ 
Zinc-Coated (Galvanized) Iron or Steel Tie Wires, 595. 
ba Zinc-Coated (Galvanized) Iron or Steel Wire Strand (Cable), 609. — 
Zinc-Coated Iron or Steel Chain-Link Fence Fabric Galvanized After 
Weaving, 603. 
Total Immersion Tests. Report of Subcommittee V, Committee A-5, 105. 
Zinc Coating of Iron and Steel. Report of Sectional Committee, 126. 
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Stoddard Solvent. 


Petroleum Products and Lubricants. Report of Committee D-2, 393. 


Stone. 


See also Aggregates; Road Materials. 


Tentative Methods of: 
Sampling Natural Building Stone and Sample for Testing, 801. 
Tension Testing of Natural Building Stone, 807. 
Test for Soundness of Coarse Aggregates by Use of Sodium Sulfate, 717. 
Tentative Revisions of: 
Standard Specifications for Block for Durax Granite Pavements, 1004. 
Standard Specifications for Block for Granite Block Pavements, 1004. 
Standard Specifications for Block for Recut Granite Block Pavements, 1004. 


Natural Building Stones. Report of Committee D-18, 495. ; 


Structural Light Alloys. 


Tentative Specifications for Aluminum-C opper- -Magnesium- Manganese Alloy 
Bars, Rods and Shapes, 687. - 


Structural Stability. 


See Temperature, Effect of. 


Structural Steel. 


See also Steel. 

Embrittlement Investigation. Report of Subcommittee X, Committee A-5, 
124. 

Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 116. 

Recommendations to A.S.A. Sectional Committee on Zinc Coating of Iron and 
Steel. Report of Subcommittee X, Committee A-5, 125. 

Tentative Recommended Practice for Safeguarding Against Embrittlement of 
Hot-Galvanized Structural Steel Products and Procedure for Detecting 
Embrittlement, 615. 

Tentative Revisions of: 

Standard Specifications for Steel Plates of Structural Quality for Forge 
Welding, 980. 
Standard Specifications for Structural Silicon Steel, 975. 
Standard Specifications for Structural Steel for Buildings, 974. 
Standard Specifications for Structural Steel for Ships, 975. 
Tentative Specifications for Structural Medium Steel, 534. 
Tentative Specifications for Structural Rivet Steel, 540. 


Structural Strength. 


Tentative Method of Test for Structural Strength of Fine Aggregate Using 
Constant Water-Cement-Ratio Mortar, 711. 


Superheater Tubes. 


Tentative Specifications for Lap- Welded and Seamless Steel and Lap-Welded 
Boiler Tubes, 549. 
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Tape. 


See also Rubber Products; Textile Materials. 7 
Tentative Methods of Testing Sheet and Tape Insulating Materials for Dielec- 
tric Strength, 810. 
Tentative Methods of Testing Varnished Cloths and Varnished Cloth Tapes 
Used in Electrical Insulation, 886. 
Tentative Revision of Standard Specifications for Tolerances and Test Methods 
for Electrical Silk and Cotton Tapes, 1006. 
Tentative Specifications for: 
Friction Tape for General Use for Electrical Purposes, 926. 
Insulated Wire and Cable: Performance Rubber Compound, 916. " 
Rubber Insulating Tape, 930. 7 


Tar Products. 


See also Bituminous Materials. 

Tentative Volume and Specific Gravity Correction Tables for Creosote, Creosote 
Coal-Tar Solution (up to 50 per cent Tar) and Coal Tar (Coke-Oven Tars), 
797. 


Tear Test. 


Tentative Revision of Standard General Methods of Testing Woven Textile 
Fabrics, 1007. 

Tentative Revision of Standard Specifications for Tolerances and Test Methods 
tor Certain Light and Medium Cotton Fabrics, 1006. 


Temperature, Effect of. 


Cooperative Study of Charpy Notched-Bar Impact Tests of 18 per cent Chro- 
mium, 8 per cent Nickel, Stainless Steels, 156. 

Correlation of Tension, Creep and Fatigue Tests of 0.17 per cent Carbon Steel 
at Elevated Temperatures, 153. 

Digest of Investigations on Effect of Temperatures of Cement at Time of Use. 
Report of Section IV, Committee C-1, Appendix, 302. 

Effect of Temperatures of Cement at Time of Use. Report of Section IV, 
Committee C-1, 298. 

Effect of Temperature on the Properties of Metals. Report of Joint Research 
Committee, 148. 

Magnetic Permeability Tests of 18 per cent Chromium, 8 per cent Nickel, 
Stainless Steels, 167. 

Structural Stability of 18 per cent Chromium, 8 per cent Nickel, Sti ainless ‘Steels 
at Elevated Temperatures in the Absence of Stress, 170. - 


Tension Testing. 


Correlation of Tension, Creep and Fatigue Tests of 0.17 per cent Carbon Steel 
at Elevated Temperatures, 153. 

Die-Cast Metals and Alloys. Report of Committee B-6, 264. 

Manual of Cement Testing. Report of Committee C-1, Appendix, 316. 

Table of physical properties and expansion data on zinc-base die-casting alloy 
specimens after 1-year outdoor exposure, 279; after 1-year indoor exposure, 
282. 

Table of physical properties of aluminum-base die-casting alloy specimens after 
1-year outdoor agen, 271; after 1-year indoor exposure, 275. 
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Tension Testing (Continued): 
Tabulated analyses of average test values of aluminum-base die-casting alloys, 
286 
Tentative De‘initions of Terms Relating to Methods of Testing, 967. 
Tentative Methods of: 
Tension Testing of Metallic Materials, 945. 
‘ Tension Testing of Natural Building Stone, 807. 
Testing Gypsum and Gypsum Products, 700. 
- Testing Laminated Sheet Material Used in Electrical Insulation, 860. 
Testing Untreated Paper Used in Electrical Insulation, 837. 
Testing Varnished Cloths and Varnished Cloth Tapes Used in Electrical 
Insulation, 886. 


Testing Apparatus. 
See also Testing, Methods of. 
Galvanic and Electrolytic Corrosion of Non-Ferrous Metals and Alloys. 
Report of Subcommittee VIII, Committee B-3, 248. 
Liquid Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VII, Committee B-3, 243. 
Manual of Cement Testing. Report of Committee C-1, Appendix, 316. 
Proposed Methods for Determination of Gum Content (Preformed Gum) in 
Gasoline. Report of Technical Committee A, Committee D-2, 412. 
Proposed Method for Determination of Knock Characteristics of Motor Fuels. 
Report of Technical Committee A, Committee D-2, Appendix II, 415. 
Tentative Methods of Tension Testing of Metallic Materials, 945. 
Tentative Revision of Standard Specifications for Textile Testing Machines, 
1006. 
Testing Machines. 
See Testing Apparatus. 
Testing, Methods of. 
(Methods of analysis, sampling, testing, etc., and revisions thereof, are indexed 
under the subjects covered by them.) 
Extraction of Bituminous Aggregates. Report of Subcommittee B-6, Com- 
mittee D-4, 426. 
Manual of Cement Testing. Report of Committee C-1, Appendix, 316. 
Methods of Testing. Report of Committee E-1, 498. 
Proposed Methods for Determination of Gum Content (Preformed Gum) in 
Gasoline. Report of Technical Committee A, Committee D-2, 412. 
Proposed Method for Determination of Knock Characteristics for Motor Fuels. 
Report of Technical Committee A, Committee D-2, Appendix IT, 415. 
Proposed Method of Testing Concrete and Concrete Aggregates by Freezing 
and Thawing—Submitted by C. H. Scholer and A. E. Stoddard. Report 
of Committee C-9, Appendix, 364. 
Proposed Methods for Testing Sheet Asphalt Paving Mixtures. Report of 
Subcommittee B-6, Committee D-4, Appendix, 432. 
Summary of replies to questionnaire on current practice in speed of testing, 502. 
Tentative Definitions of Terms Relating to Methods of Testing, 967. 
Tentative Methods of Rockwell Hardness Testing of Metallic Materials, 961. 
Tentative Methods of Tension Testing of Metallic Materials, 945. 
Tentative Recommended Practice for Safeguarding Against Embrittlement of 
Hot-Galvanized Structural Steel Products and Procedure for Detecting 
Embrittlement, 615. 
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Textile Materials. 


Proposed Revisions in Standards and Tentative Standards for Textile Materials. 
Report of Committee D-13, Appendix, 492. 
Tentative Methods of Testing Varnished Cloths and Varnished Cloth Tapes 
Used in Electrical Insulation, 886. 
Tentative Revisions of: 
Standard General Methods of Testing Woven Textile Fabrics, 1007. 
Standard Specifications for Textile Testing Machines, 1006. 
Standard Specifications for Tolerances and Test Methods for Asbestos 
Yarns, 1005. 
Standard Specifications for Tolerances and Test Methods for Certain Light 
and Medium Cotton Fabrics, 1006. 
_ Standard Specifications for Tolerances and Test Methods for Cotton 
Sewing Threads, 1004. 
Standard Specifications for Tolerances and Test Methods for Electrical 
Silk and Cotton Tapes, 1006. 
Tentative Specifications for Tolerances and Test Methods for Rayon, 934. 
Tentative Specifications for Tolerances and Test Methods for Tubular Sleeving 
and Braids, 942. 
Textile Materials. Report of Committee D-13, 483. 


Thawing Tests. 
See Freezing-and-Thawing Tests. 


Thermometers. 


Tentative Method of Test for Gravity of Petroleum and Petroleum Products 
by Means of the Hydrometer, 757. 
Tentative Method of Test for Residue of Specified Penetration, 784. 


Thermostatic Metals. 
Electrical-Heating, Electrical-Resistance and Electric-Furnace Alloys. Report 
of Committee B-4, 252. 
Threads. 
Tentative Revisions of Standard Specifications for Tolerances and Test Methods 
for Cotton Sewing Threads, 1004. oe 
Tie Plates. 
Tentative Revision of Standard Specifications for Steel Tie Plates, 974. 
Tile. 


Drain Tile. Report of Committee C-6, 349. 

Tentative Methods of Testing Gypsum and Gypsum Products, 700. 

Tentative Revisions of Standard Specifications for Gypsum Partition Tile or 
Block, 995. 


Timber. 


Fire Tests of Materials and Construction. Report of Committee C-5, 347. 

Proposed Specifications for Wood to be Used as Panels in Accelerated Weather 
Tests of Paints and Varnishes. Report of Subcommittee VII, Committee 
D-1, Appendix, 376. 

Timber. Report of Committee D-7, 446. 

Timber Preservatives. Report of Subcommittee VI, Committee D-7, 448. 
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Timber Preservatives. 

Tentative Revisions of Standard Method of Test for Distillation of Creosote 
Oil, 1019. 

Tentative Revisions of Standard Methods of Sampling and Analysis of Creosote 
Oil, 1018. 

Tentative Volume and Specific Gravity Correction Tables for Creosote, Creo- 
sote Coal-Tar Solution (up to 50 per cent Tar) and Coal Tar (Coke-Oven 
Tars), 797. 

Timber Preservatives. Report of Subcommittee VI, Committee D-7, 448. 


Time of Set. 
Manual of Cement Testing. Report of Committee C-1, Appendix, 316. 
Tentative Methods of Testing Gypsum and Gypsum Products, 700. 


Tin. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 201. 
Tentative Specifications for Sand Castings of the Alloy: Copper 80 per cent; 
Tin 10 per cent; Lead 10 per cent, 670. 


Toughness. 
Tentative Methods of Testing Electrical Insulating Materials for Resistance to 
Impact, 868. 
Track Bolts. 
Tentative Revisions of: 
_ §tandard Specifications for Low-Carbon-Steel Track Bolts, 973. 
; Standard Specifications for Quenched Alloy-Steel Track Bolts, 973. 
_ Standard Specifications for Quenched Carbon-Steel Track Bolts, 973. 
Track Spikes. 
Tentative Specifications for Soft Steel Track Spikes, 531. 
Transformer Oils. 
Electrical Insulating Materials. Report of Committee D-9, 456. 
Tentative Revision of Standard Methods of Testing Electrical Insulating Oils, 
1021. 


Transverse Testing. 


See Flexure Testing. a 
Tubes. 


See also Pipe and Piping Materials. 
Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 116. 
Standardization of Dimensions and Material of Wrought-Iron and Wrought- 
Steel Pipe and Tubing. Report of Sectional Committee, 89. 
Tentative Methods of Testing Flexible Varnished Tubing Used for Electrical 
Insulation, 902. 
Tentative Methods of Testing Laminated Tubes Used in Electrical Insulation, 
895. 
Tentative Revisions of: 
Standard Specifications for Seamless Admiralty Condenser Tubes and 
Ferrule Stock, 990. 
Standard Specifications for Seamless Copper Boiler Tubes, 987. 
Standard Specifications for Seamless 70-30 Brass Condenser Tubes and 
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Tentative Specifications for: 
Copper Water Tube, 682. 
Lap-Welded and Seamless Steel and Lap-Welded Iron Boiler Tubes, 549. 

Copper Tubing, Bright Annealed, 679. 


U 


Union Colorimeter. 


Union Colorimeter, 747. 
Tentative Method of Test for Color of Petrolatum by Means of A.S.T.M. 
Union Colorimeter, 752. 


Valves, 
Tentative Specifications for Copper-Base Alloys in 1 Ingot Form for Sand Cast- 
ings, 674. 


Vapor Pressure. 
Tentative Method of Test for Vapor Pressure of Natural Gasoline (Reid 
Method), 765. 
Varnish. 
Accelerated Tests for Protective Coatings. Report of Subcommittee VII, 
Committee D-1, 375. 
Electrical Insulating Materials. Report of Committee D-9, 456. 
Proposed Specifications for Wood to be Used as Panels in Accelerated Weather 
Tests of Paints and Varnishes. Report of Subcommittee VII, Committee _— 
D-1, Appendix, 376 
Tentative Methods of Testing Varnished Cloths and Varnished Cloth Tapes 
Used in Electrical Insulation, 886. 


See also Consistency; Penetration. 


Tentative Revision of Standard Methods of Test for Viscosity of a 
Products and Lubricants, 1016. 

Tentative Standard Viscosity-Temperature Chart for Liquid Petroleum 

Products, 772. 


Volume Change. 
Table of physical properties and expansion data on zinc-base die-casting alloy _ 
specimens after 1-year outdoor exposure, 279; after 1-year indoor exposure, 

282. 


Tanative Methods of Testing Gypsum and Gypsum Products, 700. 
Tentative Revision of Standard Specifications for Gypsum Plaster Board, 995. 
Tentative Revision ot Standard Specifications for Gypsum Wall Board, 995. 


Water. 


See Absorption. 
, 
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Textile Materials. Report ot Committee D-13, 483. 


. Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 
450. 
Weathering. 
Accelerated Tests for Protective Coatings. Report of Subcommittee VII, 
Committee D-1, 375. 
Accelerated Weathering Tests. Report of Subcommittee VIII, Committee D-8, 
452. 
Proposed Specifications for Wood to be Used as Panels in Accelerated 
: Weather Tests of Paints and Varnishes. Report of Subcommittee VII, 
Committee D-1, Appendix, 376. 
Tentative Method of Test for Soundness of Coarse Aggregates by Use of 
Sodium Sulfate, 717. 
Tentative Method of Test for Soundness of Fine Aggregates by Use of Sodium 
Sulfate, 713. 
Welding. 
Tentative Specifications for: 
: _ Electric-Fusion-Welded Steel Pipe (Sizes 8 in. to but not including 30 in.), 
«$64. 
Electric-Fusion-W elded Steel Pipe (Sizes 30 in. and Over), 560. 
Electric-Resistance-Welded Steel Pipe, 570. 
_Forge-Welded Steel Pipe, 576. 
-Lap-Welded and Seamless Steel and Lap-Welded Iron Boiler Tubes, 549. 
- Steel Plates of Flange and Firebox Qualities for Forge Welding, 543. 
Wheels. 
Tentative Revision of Standard Specifications for Chilled Cast-Iron Wheels, 
982. ; 
Wire. 
Copper Wire. Report of Committee B-1, 193. 
Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 116. 
Specifications for Metallic-Coated Products. Report of Subcommittee VI, 
Committee A-5, 110. 
Tentative Methods of Tension Testing of Metallic Materials, 945. 
Tentative Specifications for: 
Hard-Drawn Copper Transmission Cable, 666. 
Insulated Wire and Cable: Performance Rubber Compound, 916. 
Zinc-Coated (Galvanized) Iron or Steel Barb Wire, 606. 
_ Zinc-Coated (Galvanized) Iron or Steel Farm-Field and Railroad Right- 
of-Way Wire Fencing, 599. 
—Zinc-Coated (Galvanized) Iron or Steel Telephone and Telegraph Line 
Wire, 589. 
; -Zinc-Coated (Galvanized) Iron or Steel Tie Wires, 595. 
7 - Zinc-Coated (Galvanized) Iron or Steel Wire Strand (Cable), 609. 
Zinc-Coated Iron or Steel Chain-Link Fence Fabric Galvanized After 
Weaving, 603. 
Wood. 
See Timber. 
Wool. 4 
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Wrought 


Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 116. 

Standardization of Dimensions and Material of Wrought-Iron and Wrought- 
Steel Pipe and Tubing. Report of Sectional Committee, 89. 

Tentative Revision of Standard De‘initions of Terms Relating to Wrought 
Iron Specifications, 986. 

Tentative Revisions of Standard Specifications for Staybolt, Engine-Bolt and 
Extra-Refined Wrought-Iron Bars, 981. 

Tentative Specifications for Lap-Welded and Seamless Steel and Lap-Welded 
Iron Boiler Tubes, 549. 

Tentative Specifications for Riveted Steel and Wrought-Iron Pipe, 586. 

Total Immersion Tests. Report of Subcommittee V, Committee A-5, 105. 


Wrought Iron. Report of Committee A-2, 91. 
Yarns. Y 

See also Textile Materials. 

Tentative Specifications for Tolerances and Test Methods for Rayon, 934. 


Zinc. 

See also Alloys; Galvanizing. 

Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3 201. 

Die-Cast Metals and Alloys. Report of Committee B-6, 264. 

Embrittlement Investigation. Report of Subcommittee X, Committee A-5, 124. 

Field Tests ot Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 116. 

Non-Ferrous Metals and Alloys. Report of Committee B-2, 198. 

Recommendations to A.S.A. Sectional Committee on Zinc Coating of Iron and 
Steel. Report of Subcommittee X, Committee A-5, 125. 

Speci‘ications for Metallic-Coated Products. Report of Subcommittee VI, 
Committee A-5, 110. 

Table of physical properties and expansion data on zinc-base die-casting alloy 
specimens after l-year outdoor exposure, 279; after 1-year indoor exposure, 
282. 

Tentative Methods of Rockwell Hardness Testing of Metallic Materials, 961. 

Tentative Recommended Practice for Safeguarding Against Embrittlement of 
Hot-Galvanized Structural Steel Products and Procedure for Detecting 
Embrittlement, 615. 

Tentative Specifications for: 

Black and Hot-Dipped Zinc-Coated (Galvanized) Welded and Seamless 
Steel Pipe for Ordinary Uses, 556. 

Copper-Base Alloys in Ingot Form for Sand Castings, 674. 

Zinc-Coated (Galvanized) Iron or Steel Barb Wire, 606. ons 

Zinc-Coated (Galvanized) Iron or Steel Farm-Field and Railroad Right- 
of-Way Wire Fencing, 599. 

Zinc-Coated (Galvanized) Iron or Steel Telephone and Telegraph Line 
Wire, 589. 

Zinc-Coated (Galvanized) Iron or Steel Tie Wires, 595. 

Zinc-Coated (Galvanized) Iron or Steel Wire Strand (Cable), 609. 
Zinc-Coated Iron or Steel Chain-Link Fence Fabric Galvanized After 
Weaving, 603. = 

Zinc Coating of Iron and Steel. Report of Sectional Committee, 126. 
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